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Safe storage of flammable and environmen-
tally hazardous substances – regulation 
compliant, for indoor and outdoor use 

�� sturdy steel frame construction with a  
sump tray and galvanized grids 

�� sump tray: material strength 5 mm

�� ground leeway 100 mm

�� natural ventilation

�� with double wing doors or sliding doors 

�� guide track for the sliding doors (also serves as 
crash guard for the sump) 
standard feature for containers with 3 storage 
levels, otherwise an optional extra

�� prepared for anchoring to the ground

�� with crane lifting eyes to facilitate loading/
unloading and securing loads

Types available 
please refer to page 127

Accessories

�� earthing / potential equalisation

�� electrically operated rolling gate 

�� lighting (explosion proof lighting also available)

�� fire extinguishing systems as specified

�� Drum Supports FA, galvanized  
(please refer to page 106)

�� Can Shelves GR, galvanized  
(please refer to page 106)

�� PE inlays for sump trays 

�� stainless steel sump trays

SHELF CONTAINERS TYPE CEN

Finish: RAL 2000 RAL 3000 RAL 5012 RAL 6011 RAL 7005 RAL 9002

2 storage levels, access from one side

Shelf Containers are also available 
in other sizes and a variety of 
RAL colours. Individual project 
engineering on request.
Please contact us - we'll be glad 
to help. 

2 storage levels, access from two sides

3 storage levels, access from two sides

�� every unit tested for leakage
�� flammable liquids, GHS categories 1 - 3
�� hazardous to aquatic environment, GHS categories 1 - 4


