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Technical data and measurements

HTR

pressing force

spec. pressing force

press box dimension

hopper opening

number of tyings

driving power

press output (at input density of 80 kg/m®)
press output (at input density of 150 kg/m®)
press output (at input density of 200 kg/m®)
press capacity (weight)

+ 80 kg/m® e.g. alfalfa or grass

+ 150 kg/m® e.g. RDF

+ 200 kg/m® e.g. MSW

baler weight (according to equipment)

Dimenssions in mm A B C

HTR 425 9390 | 9480 | 5360
HTR 525 9645 |10040( 5360
HTR 625 9645 [10120| 5360
HTR 700 9645 [10395| 5640

D
1750
1750
1750
2000

425
t (kN) 122 (1197)
N/cm2 136
cm 80x 110 x 94
cm 175 x 102
pieces 6 or more
kW 55 | 2x55 | 3x55
max. m¥h 170 | 250 | 295
max. m¥h 145 | 225 | 270
max. m¥h 135 | 205 | 245
ca. t/h 14 20 24
ca. t/h 22 34 40
ca. t/h 27 41 49
ca.t 40
E F G H | J
810 [ 8670|5100| 4280|3010 6470
908 | 9158 | 5205 | 4445|3010 | 6794
908 [ 9215 5205 | 4445|3010 | 6850
908 | 9486 | 5205 | 4445 | 3290 | 6996

Special FEATURES of the new HTR two-ram baler:

« Multipurpose baler for compacting municipal solid waste (MSW), refuse derived fuel (RDF), recyclable material like plastic, carton, paper, etc.

and agriculture material like alfalfa, grass, straw, etc. into high density bales

« Automatic binding with polyester straps incorporated on the telescopic tunnel

« Reduces operating cost: lower transportation (high bale density) and lower consumables (binding with polyester straps)

525
158 (1.546)
176
80 x 110 x 94
175 x 102
6 or more
55 | 2x55 | 3x55
155 | 240 | 290
115 | 185 | 225
105 | 170 | 210
13 20 23
17 28 34
22 34 42
44
K L M
535 | 800 | 3835
535 | 800 | 3835
535 | 800 | 3835
535 | 1080 | 4115

625 700
198 (1940) 198 (1940)
220 160
80x 110 x 94 110x 110 x 110
175 x 102 200 x 102
6 or more 6 or more
2x55 3x55 2x55 3x55
220 277 280 345
180 230 235 300
140 180 220 275
18 22 22 27
27 35 35 45
28 36 44 55
47 50
N (o) P R S T
1020| 920 | 1100 | 3963 940 | 2200
1020 | 920 | 1100 | 4068 [ 940 | 2365
1020| 920 | 1100 | 4068 [ 940 | 2365
1020 | 920 | 1100 | 4908 [ 940 | 2490

« Bales tied with polyester straps are ideal for incineration because plastic does not damage the incineration equipment as it is burned during the process

« Binding process is carried out during compaction process of next bale

« Easy operation by a new multi-functional 9” Touch-Panel with recipe management and comprehensive display of functions and data including data transfer
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