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Storage of max. 4 x 200 litre drums or  
2 x 1000 litre containers (IBCs) containing  
aggressive substances or 200 l drums or an  
IBC in combination with 60 litre drums and/or 
canisters and small cans

�� construction made of 2 mm stainless steel

�� 100 mm ground leeway

Accessories 

�� galvanized grid 
(load capacity 1000 kg/m²)

�� stainless steel grid 
(load capacity 1000 kg/m²)

�� Drum Supports FA, galvanized

�� Clip-on Rotating Supports RA, galvanized

STAINLESS STEEL SUMP TRAYS TYPE VAW

VAW-2 with grid

Max. no. of
200 litre drums/1000 litre IBCs

Dimensions
in mm (l x w x h)

Retention capacity
in l

Weight in kg
without/with grid

VAW-1 1 / -   800 x   800 x 465 222 30 / 44
VAW-2 2 / - 1200 x   800 x 360 243 33 / 51
VAW-4/A 4 / - 1200 x 1200 x 285 259 38 / 68
VAW-4/B 4 / - 2400 x   800 x 250 279 48 / 90
VAW-1000 - / 1 1460 x 1460 x 620 1100 - / 147
VAW-1000-2 - / 2 2650 x 1300 x 435 1138 - / 195

VAW-4/A with grid

VAW-1

VAW-1000 with grid

VAW-4/B with grid

VAW-1000-2 with grid

�� every unit tested for leakage
�� flammable liquids, GHS categories 1 - 3
�� hazardous to aquatic environment, GHS categories 1 - 4

stainless steel construction


