
15Finish: RAL 2000 RAL 3000 RAL 5012 RAL 6011 RAL 7005 hot-dip galvanized

Fork sleeve inside dimensions in mm

A B C
BKC 200-500 600 200 80

Volume
(approx.) in m³

Dimensions
in mm (l x w x h)

Load capacity
in kg

Weight 
in kg (painted/galv.)

BKC 200 2,0 2310 x 1750 x 1220 2500 436 / 470
BKC 300 3,0 2310 x 2280 x 1220 2500 520 / 560
BKC 400 4,0 2310 x 2280 x 1480 2500 571 / 615
BKC 500 5,0 2310 x 2280 x 1740 2500 608 / 655

Large volume skip with side pivot

 � can be emptied at any height by cable operated 
from the driver‘s seat

 � body with all-round reinforced edging

 � sturdy frame with fork sleeves

 � can be secured to prevent slipping and  
unintentional emptying

 � "uprighter" to return container to loading position

 � 4 m³ and 5 m³ with extender frame

Accessories

 � 2 swivel + 2 fixed polyamide castors  
Ø 180 mm, one swivel castor with brake  
– construction height 225 mm

 � galvanized lid, can be opened from both sides

 � welding, oil- and watertight

 � adjustable dumping brake 

 � hydraulic tilting aid

Individual construction on request

 � other dimensions

TILTING CONTAINER TYPE BKC

BKC with lid

BKC with hydraulic tilting aidBKC with extender frame


