
9Finish: RAL 2000 RAL 3000 RAL 5012 RAL 6011 RAL 7005 hot-dip galvanized

Fork sleeve (hoops) inside dimensions in mm

A B C
BK 30-70 420 200 80
BK 80-200 600 200 80

Volume 
(approx.) in m³

Dimensions
in mm (l x w x h)

Load capacity 
in kg

Weight 
in kg (painted/galv.)

BK 30 0,30 1150 x   850 x   945 750 163 / 179
BK 50 0,50 1430 x   850 x 1070 1000 217 / 238
BK 60 0,60 1430 x   950 x 1070 1000 225 / 247
BK 70 0,70 1430 x 1050 x 1070 1000 232 / 255
BK 80 0,80 1430 x 1150 x 1070 1500 245 / 269
BK 90 0,90 1430 x 1250 x 1070 1500 253 / 278
BK 100 1,00 1430 x 1400 x 1070 2000 261 / 287
BK 110 1,10 1430 x 1550 x 1070 2000 273 / 300
BK 120 1,20 1430 x 1650 x 1070 2000 279 / 307
BK 130 1,30 1430 x 1750 x 1070 2000 286 / 314
BK 140 1,40 1430 x 1850 x 1070 2000 294 / 323
BK 150 1,50 1430 x 1950 x 1070 2000 322 / 354
BK 160 1,60 1430 x 2050 x 1070 2000 330 / 363
BK 170 1,70 1430 x 2150 x 1070 2000 339 / 372
BK 180 1,80 1430 x 2250 x 1070 2000 347 / 382
BK 190 1,90 1430 x 2350 x 1070 2000 356 / 391
BK 200 2,00 1670 x 2150 x 1175 2000 391 / 430

TILTING CONTAINER TYPE BK

BK with lid

The original! Roll forward mechanism

�� optimised load centre

�� can be emptied at any height by cable  
operated from the driver‘s seat

�� body with all-round reinforced edging

�� sturdy frame with fork sleeves

�� can be secured to prevent slipping and  
unintentional emptying

�� wheels can be fitted later (up to BK 120)

Accessories

�� 2 swivel + 2 fixed polyamide castors  
Ø 180 mm, one swivel with brake  
– construction height 225 mm

�� galvanized lid, can be opened from both sides

�� welding, oil- and watertight

�� pick-up for a crane 

�� trailer coupling and towing bar 

Individual construction on request e.g.
�� stainless steel

�� adapted to fit a trolley jack

BK with castors BK with pick-up for Trolley Jack type B2

BK with pick-up for a crane


