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•	 manufactured from HDPe using the compact injection  

moulding process in accordance with en 840-2

•	 MGb 1100 l ClAssiC with seperate robust hinge fixings

•	 chip-nest for secure transponder placement

•	 galvanised metal parts

•	 resistant to UV, cold, heat and chemicals

•	 embossed markings and hot-foil printing available 

•	 standard colours – grey, green, blue and brown 

other colours available on request

Weber 4-Wheeled flAT lid binS 660 l 770 l 1100 l

nominal volume (l) 660 770 1100

nominal payload (kg) 270 310 440

empty weight ca. (kg)* 41.3 46 58

A1 total depth, lid open (mm) 778 791 1113

A2 body, total depth with hinges (mm) 764 767 1085

C total height (mm) 1222 1360 1309

d body, height (mm) 1145 1285 1212

f travelling gear, width (mm) 480 485 745

G Wheel Ø (mm) 160/200 160/200 200

h Ground clearance (mm) 190 190 225

M1 Width with lifting trunnions (mm) 1371 1371 1371

M2 lid, width (mm) 1125 1125 1168

We reserve the right to make dimensional and constructional alterations.

Customer field 370 x 49 mm for all 4-wheeled bins (customer name or blank)

* empty weight ca. (kg) with lifting trunnions

MGb 660 / 770 / 1100 l ClASSiC
in ACCOrDAnCe WitH en 840

www.w-weber.com 6/16

http://www.w-weber.com/en/index.html
http://www.w-weber.com/en/index.html

